
The Acous c Wood Designs Exterior Suspended Wood Beam system can be lightweight box beam system 
or a solid wood version.  Easily suspended from the structure above.  Designed to compliment  a number of 
AWD wood ceiling systems or suspended as a stand alone feature. 

KEY SELECTION FEATURES 
· Curved, vaulted or flat to embrace  any 

type of architectural space. 

· Manufactured with suspension eyehooks in 
place for easy connection of installers sus-
pension components. Normally aircraft ca-
ble or #16 ga suspension wire. 

· Very wide range of widths and depths to 
suit any application. 

· “EXTIRA” Exterior composite MDF cores 

· Veneer or Solid nishes suitable for exteri-
or applications 

Exterior Suspended  

Beam System 

Lightweight Box beam       
construction 



FIRE RETARDANCY 
AWD Suspended  Beams can be manufactured to achieve ASTM E84 Class 
1 or Class A retardancy 

SUSTAINABILITY 
AWD Suspended  Beams are  manufactured  responsibly utilizing                     
sustainable raw materials. 

RECOMMENDED EXTERIOR WOOD OR VENEER 

WESTERN RED CEDAR EASTERN RED CEDAR CYPRESS 

 REDWOOD EUCALYTUS 

CONSULT FACTORY FOR SUITABILITY AND AVAILABILITY OF A RANGER OF EXTERIOR WOOD                   
VENEERS OR SOLID WOODS 
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